Product Commercial Induction Generators:
Name Drop-in Pan Type

Standard Features

e Compact Design, Easy to Install

e Over 90% energy efficiency rate .

e Simple control: use the power control knob to
switch on/off,

e Turn the power control knob to make
step-less power regulation

e Incase of error, LED display will show error
codes enabling user to diagnose and correct
minor problems

e Internal cooling fan to keep internal
electronics cool

e Automatic pan detection provides instant
energy transmission to pan and automatic
switch off when pan is not present.

e Automatic power adjustment when ambient
temperature rises too high or in case of
empty pan heating to prevent overheating

e Easyto clean high-impact glass-ceramic top
surface

Commercial Induction Generators:
Drop-in Pan Type
IND-30P-3500/IND-30PH-5000

Quantity [tem#
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Commercial Induction Generators:
Drop-in Pan Type
IND-30P-3500/IND-30PH-5000
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; 3640

Specifications

Model Number

IND-30P-3500

IND-30PH-5000

Power Requirements

230V AC, 50/60Hz

3N~400V AC, 50/60Hz

Power Consumption 3,500W(MAX) 5,000W(MAX)
BTU Comparison 31,000BTU 44,000BTU
Amperage 16A(MAX) 7.5A(MAX)
Ceran Glass 320*320 SCHOTT Ceran Glass 320*320 SCHOTT Ceran Glass
Dimensions(mm) 384*384*160 384*384*160
Installation Hole(mm) 360*360 360*360
Weight(kg) 9 11

Packaged Dimensions(mm) 605*545*300 605*545*300
Packaged Weight(kg) 11 13

Power Cord Length(mm) 1900 1900

Plug Type Not Included Not Included
Warranty 1 year 1 year
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